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2000VA Constant Voltage 

Transformer by Sola #23-23- 

220-8. Input at 60 Hz: 95- 
 130V at 23.5A, 175-235V at 
/ 12.6A, 190-260V at 11.6A, 

380-520V at 5.8A. Output at 

60Hz: 120/240V at 2000VA. 

17.8x11.4x9.6, 115 Ibs ship- 
ping. Unused, $250. 00; 2 for $450. 00 


ZM- 4 Wheatstone Bridge. 
used to measure DC resis- - agree 
|tance. Resistance mea- 
surement range 1 ohm to 
1,011 M ohms +/-0.15%; As 
a resistance substitution i 
box it is adjustable in 1 A : 

ohm steps from 0-10110 ohms. The current limit of 
the resistors is 16-500ma depending on setting. 
Galvanometer indicates balance in test circuit. 
Requires three “D” batteries. Also 22.5 to 200 VDC 
for more accurate readings above 1000 ohms. 
5.8x7.3x8.8, 12 Ibs sh. Used Reparable, $34.50; 
Used Reparable less galvanometer, $17.00 

Used Checked, $49.50; Manual repro, $12.00 


University Sound Model #ID-75-8 
Heavy Duty Driver rated for 75 
watts at 8 ohms. Sound pressure 
level is 133 DB. Maximum usable 
response is 150-7000Hz. Rugged 
outercase assures the utmost 
durability. 4 1/4” diameter x 3 3/4” 
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| Military quality EQUIPMENT 
GLIDES for rack mounting; 
2”W x 18”L; chassis slides 
have 21” travel. Load rating EOP oinaioly 100 
Ibs; 6 Ibs sh. #GL-1821, used, $13.50 per pair 


Same as above but 16.5” long, #GL-1621, $13 per pr. 
Same as above but 12” long, #GL-1221, $12 per pr. 


|!ong. ‘Thread i is $1 3/8” - 18; 7 Ibs sh. Unused, $27. 95 


3 Ibs sh. Unused, $19.95 


WJ-8999 Subcarrier Receiver covers 10KHz to 
1Mhz in AM, FM, 
and CW while 

} covering 5KHz to 

1MHz for SSB. 

An 8KHz IF 

bandwidth is provided for the AM, FM, and CW 

detection modes; a 3KHz IF bandwidth is provid- 
ed for SSB detection. 50 ohms input impedance. 

600 ohms audio output. Has a signal monitor 

with controls for: sweep rate, center freq, sweep 

width, gain, and marker. Has LED display with 
controls for power, tuning, function, audio, IF 
gain, Var BFO, Ant/Video, AGC/Manual Gain, and 

DAFC. Has a 15 pin DB connector on back of 

unit which requires 8VDC at 150ma, 18VDC at 

300ma, -18VDC at 100ma. 19.6x17.7x3.5, 18 Ibs 
sh. Used Operational with repro manual, $900.00 


Cellular Mobile Antenna by Antenna 
Specialists with trunk lid mount. 

824 to 896 MHz with 3DB gain. 
Antenna capable of adjusting 25 
degrees any direction. Antenna 

has a female TNC connection. Kit 
comes with 15 feet of RG-58 cable 
with a male TNC connection on one 
end, cord clip, mylar tape, bracket 
channel, a seperate TNC male con- / 
nector, and allen wrench. Antenna — 
with mount stand around 30". 3 Ibs 
sh. #ASP-917, Unused. $18.95 
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7 Element Yagi 
Antenna by Antenna 
Specialists Model 
#ASPJ2996 covers 
928 to 960 MHz. 
Antenna can be mounted for vertical or horizontal 
polarization. Has SO-239 connection. Designed 
to be mounted to a mast. Comes with mounting 
hardware. Overall length of around 21". 
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Miniature Multimeter by Soltec | 
#HM-102S. DC Voltage 
Ranges: 0-0.25, 2.5, 10, 50, 
250, 500,1000V. AC Voltage 
Ranges: 0-2.5, 10, 50, 250, 500, 
1000V. DC Current Ranges: 0- 
50uA, .5, 50, 500ma. 
Resistance Ranges 0-20 
megohms in 4 ranges. Meter 
comes with carrying handle, 
and test leads. Requires one 9 volt and two AA 
batteries. Batteries are supplied with unit but are 
NO GOOD. Meter size: 1.7x3.9x5.3, 3 Ibs sh. 
Unused, $8.95 


RD-365 Tape Recorder, 
transistorized monaural 
unit uses standard 7" 
audio tape and 
plays/records at 3.75 or 
7.5 IPS. Has VU meter, 
footage counter, Fast 
Forward/Rewind. Built-in 
speaker plus jacks for 
mic, bridge input and external speaker; 100- 
7500Hz response. Has plastic case. Requires 
115VAC 60Hz. Comes with mic, take up reel and 1 
tape. Tested for "basic playback/record operation; 
adjustments may be required." 14.5x13.3x7.3. 28 
Ibs sh. Unused, $75.00 

Manual for above, $10.00 


F-204 TUNABLE TWIN-CAVITY 
BANDPASS FILTERS gold - 
plated cavities have tune 
knobs, dials, and rear N-con- 
nections. Covers 374 to 404 
MHz. Designed for military 
TRC-24 radio system for spe- 
cific frequency ranges; usable 
and/ or adaptable for civilian 
purposes. 7x2.5x9.5, 8 Ibs. 
Unused, $19.95 each; 
2 for $30.00 


R- 2-390A/URR RECEIVER 
= famous military set cov- 
7 ers 0.5 to 32 Mhz AM- 
CW-MCW in 31 one Mhz 
bands read directly on 
mechanical digital 
counter. 455 Khz final 
IF; has four Collins 
| mechanical filters allowing 2-4-8-16 Khz selectable 
bandwidth. Calibration points every 100 Khz; also 
| BFO, AGC, dial locks, 600 ohm audio out, Line and 
| Carrier Level meters. Uses 24 electron tubes; also 
| twinax (balanced) and type C (unbalanced) RF conn. 
| Rackmount; LESS METERS & COVERS. Requires 
| 115/230 V 60 Hz. 0.5x19x16.8, 85 Ibs. sh. 
| USED-REPARABLE, $310.00 CHECKED, $460.00 
| R-390A CHECKED with substitute meters, $500.00 
| MANUAL, partial repro, $15.00 


COVERS FOR R-390A- - - - - - - 


Hard to find aluminum replacement top and bottom 
covers for R-390A series. Very close to original. 
Newly manufactured, #390-TB, $49.50 


RF Cover, Newly manufactured, #390-RF, $12.00 
| Set: top, bottom, & RF; newly mfg, #390-S, $59.50 


| LS-166 Speaker with large PM magnet & 600:8 ohm 
Bracket, $3.00 


| transformer used, $16.00 


| Standard 19" Aluminum 

| Rack Cabinet, has 12.7" 

| opening for height and 

| 12" for depth. Not 

| enough depth for R-390A 

| or SP-600 radios unless 

| you remove the back 

| panel. All panels are 

| removable. Cabinet is 
| missing the bottom panel but does have a chassis 
| plate which covers most of the bottom leaving just 
la 3.3" gap. Comes with the front panel which has 

| many holes from removed phone jacks, meters, 

|etc. Has two handles. 21 Ibs sh. #RC-19, Used 

| good condition, $49.95 


= Standard 19" sturdy 
“ metal rackmount outlet 
strip. Black colored 
strip has six 3 prong 
/ standard grounding out- 
| lets on one side with an on/off switch and circuit 
| breaker on the opposite side. Perfect for switching 
| the power of your rackmounted units with the on/off 
| switch side of the outlet strip facing out in your rack 
cabinet. Has a 15 foot power cord. Overall dime- 
| sions 3.5x19x1.7, 5 Ibs sh. Made by SL Waber, Inc. 
| | #911CB-15, Unused, $14.95 _ 


| Dual Horn Electronic Assembly 
made by Conair Division of 

| General Dynamic #76L2661-1. 

| Operates on 28VDC 2 amps at 

| 130DB plus. Will not operate prop- 
| erly on 12VDC. Comes in O.D. 

| Green louvered housing. 

| 17.2x13.8x14.8, 40 Ibs sh. 

| Unused, $125.00 


made by Mars Signal Light Co. 
Operates on 24VDC 15 amps at 130DB 
plus. Also will operate on 12VDC 8 

we amps at 120DB. Comes with anti- 

> vibration mount plate. 7.5x5.8x8, 12 
Ibs sh. #S-RED-24, Unused, $49.50 


4X150 Dual Socket Assembly 


‘Heavy Duty Mechanical Red Siren —=_aau EU 
7.1 mfd at 5KV non PCB 


Scope Module by VU Data 
model #1220B-310 with a 1 3/4” 
wide x 2 1/8” height rectangular 
CRT. Controls for Horizontal - 
Time/Div. & Vertical - Volts/Div. 
O/A 15.5 x 2.3 x 3.5, 4 Ibs sh. 
Used, $24.95 


“Type N N male connector by 
Andrew #F4PNM-H. Works with <¢ 
Heliax FSJ-50B coaxial cable. 
Comes with tubing for strain 
relief. Coupling torque is 22-25 


in-lb. Unused, $17.00; 4 for $60.00 
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~ Broadband Coaxial Protector ay 


Polyphaser #IS-50NX-C1, has male to 
female type N connections. 
Frequency coverage is 50MHz to 
700MHz. Maximum Power: VHF 
375W; UHF 125W. 1.8x2.5x1.5, 

Used Excellent, $34.00 ea.; ma 00 
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‘Time Code Display TyEE 
#FA-10046 by C&G 
Associates. Unit has a six 
digit incandescent display 
representing decoded time in seconds, minutes, and 
hours. Accepts as its input one of two switch selec- 
table modulated serial time codes: IRIG-E and modi- 
fied IRIG-E (FAA-E). Controls on the front panel for 
selction of operating mode, manually presetting time 
of day, display intensity and display test. 3 pin 
molex connectors for the time code input and output 
are located on the rear panel. Requires 120VAC 


oe 8. 5x8. 8x2, 5 Ibs sh. oldest w/ manual, $35. Oo 


Wire Kit. Bear idest parts to” 
connect an SDU-5/E flasher 
to a vehicle (12/24V) battery 
or wiring. Kit includes the 
following: Voltage Converter, 
Adapter, (2) 3/8" Ring Lugs 
with Wire, (2) #8 Spade Lugs 
with Wire, (2) Battery Clips with Wire, (4) Connector 
Splices, (4) 3/8"-16 Nut. (2) 11.5" Cable Tie, 7.25" 
Cable Tie, and a Velcro Strip. 3 lbs sh. #CK-SDU, 
Unused, $10.00; 3 for $25.00 


from the T-195, two sockets on & 
4.3" x 2.9" chassis with 1.1" H : 
bakelite chimneys; used: 
EES $19. 95 


by Murdock, olive-drab, cloth cov- 
ered, with adjustable double steel 
band. Headphone impedance is 520 
ohms nominal. Consists of dual mag- 
netic element with plastic cap and 
shell earpieces. 54" brown cloth-cov- 
ered cord w/dual nickel plated pins. 
Unused, $19.95 


A) 


capacitor removed from 
equipment. Made by GE. 
1.9”Dx3.5”Wx9.2”H, 4 Ibs 
sh. used p/o$18.00 


88MF 1.2KVDC, 3.5”Dx4.5”Wx10”H, used p/o, $17.50 


M, 0-6KV, #S00-6KV, $19.00 
) 0-5KV, #S00-5KV, $18.00 
0.9-3.4KV, #S00-3.4KV, $16.00 © 


- HS-16A WWII Style Military Headset 


Singer model #NM-17/27 is a programmable, preci- 
sion electromagnetic 
interference/field 
intensity meter for the 
4 measurement of con- 
; ducted or radiated RF 
interference, within 
the frequency range 
of 10KHz to 32 MHz. 
May be used as a VLF 
unit. The instrument may be used to analyze nar- 
rowband or broadband signals within its frequency 
range. Field intensity or direct peak detector func- 
tions may be used for measurements in addition to 
quasi-peak, slideback peak and BFO detection 
modes. AM, FM and PM signals may be detected 
and are available at the video output receptacle for 
oscilloscope display. Requires 115/230V at 50 to 
400Hz. 18.5x16.7x8.7, 55 Ibs sh. Used reparable 
with manual repro, $695. oo 


High Voltage DC 3 1/2" round panel meters removed 
from equipment. Each panel meter listed below 
comes with the associated large multiplier resistor 
creating full scale indication as shown below. Most 
resistors are 9 3/4” long x 1 1/4” dia. 


0-10KV, #S00-10KV, $20.00 


0-3KV, #S00-3KV, $16.50 
0-1KV, #S00-1KV, $16.75 


Other 3 1/2" round panel meters available removed 
from equipment. 


0-750maDC, #S00-750MA, $14.00 

FS=5VDC, 0-5/0-10maDC, #S00-5V, $12.00 
ES=5VDC, 5-0-5/10-0-10maDC, #S00-5-0-5V, $13.00 
S 6- 7. 0 ae ALLS RMS, #500-7V, $10. 00° 


Ideal enclosures for your next project! All items 
below are black aluminum chassis with dark grey 
front panels. The top and bottom of each of the 
units are heatsinked with 1/10" fins. The overall 
dimension of each unit is 9 5/8" deep x 5" tall. All 
enclosures have multiple 1/4” diameter holes on 
the front plate. They differ according to width. 
Used excellent. 


1 15/16" Wide, 3 lbs sh, #ENC-4-2, $9.50 
4 1/8" Wide, 4lbs sh, #ENC-10-4, $12.95 


| eo 9/16" Wide, 5 Ibs sh, _#ENC-8-6, ole 95 


SchluniBarice 
_ Stabilock 4031 
| Communications Test 
Set 0.4 - 1000MHz for 
testing of receivers 
and transmitters. This 
unit includes the fol- 
lowing functions and 
more: signal generator, 
test receiver, frequency counter, power meter, modu- 
lation meter, audio generator, VSWR meter, AF 
power meter, rms voltmeter. These units are in 
excellent condition and pass their self test. We have 
run some of the functions, but this instrument has 
so many functions we could not fully test it. 
Satisfaction guaranteed. 21.5x14.7x9.4, 46 Ibs sh. 
Used excellent condtion, $5995.00 
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to 18 GHz 5 watts average 2 Kw 

peak; 1.05 VSWR. Type N male con- 

nection. 1.6"Hx0.8" diameter. 
Unused, $21.95 


Enclosed Variable 
Transformer by Staco 
#1520CT. 0 to 240/280VAC 
at 9.5 Amps output with 


an input of 240VAC. 
9x6x6, 23 Ibs sh. Used 


SII) viv 
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Open Frame Unregulated 
Power Supply. Output of 
125VDC at 600ma from 
115VAC 60Hz. 2.8x4.7x6.1, 
7 Ibs sh. #PS-125, 

Used, $19.95 


325VDC 100ma Power Supply by 
Tempo Instruments. Requires 
115VAC 60Hz. Sealed "trans- 
former style" case makes it easy 
to mount to your chassis. Has 4 
mounting studs on bottom of 
supply. 4.2x3.6x6, 10 Ibs sh. 
#07031, $29.9 


Eh SRE | Neko FSR RRA, (LE LE 


=.ers 8990 - 9610MHz. A 
| portable general pur- 
pose, field-type, hand 
tuned unit used to pro- 
vide a simple and rapid 
means of determining 
the overall system performance of radar sets. It is 
used to make the following radar equipment 
checks: comparative measurement of the average 
power output of the radar transmitter, determination 
of the frequency spectrum, multiple moding, and 
frequency pulling of the radar transmitter, and the 
speed of recovery of radar T-R box and receiver. 
Resonance is indicated by meter deflections and 
frequency is read directly on the tuning dial. 
Comes with AT-68 Pick-up Antenna, and CG-92 Coax 
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Ceramic Socket for VT- 

4C/211, 872, etc. Made by 
General Electric. Unused, 
#SKT-211, $7.95 


negative 80 thru positive 80 
"Centimeters of Water" in 
increments of 2. Has 1/8" 
threaded hole on back. Made 
by Marshall Town #92361, 
Unused, $7.50 


120VAC 
|Approximately 50 CFM 
Blower by Ripley Company 
#4599, Inc. Rated for 120VAC 
60Hz 600ma. Outlet is 1 7/8" 
x 1 5/8". Overall blower size 
4.4x4.5x4.9, 5 Ibs sh. 
Unused, $15.00 


-NARDA 370-BNM TERMINATION, DC 


LETS senmem 


“TRI-PHENIX PX32C 


Cable, and Cover. 24 Ibs sh. 9x17.5x9, Used, $250 


3 1/2" Round Gauge reads 


ates in the 20 to 1400MHz frequen- 
cy range with a power 5 to 500 
watts in four ranges. Input imped- 
ance of 50 ohms. Comes with all 
4 thermocouples. Output indicat- 
ed on a 3 1/2" round panel meter 
(located under cover). Has a 
female type LC coax connection. Comes with a LC 


to N adapter. 20.5x6x8.3, 29 Ibs sh. Used, $165.00 


WwEICcg «leaner Toy 


DIGITAL PULSE GEN- 4 
ERATOR, can be pro- |. 
grammed either 
remotely from an 
IEEE bus compatible 
system or by front panel controls. Repetition Rate: 
Internal - 0 to 9.99MHz in 6 ranges to three digits. 
External - 0 to 20MHz. Delta Delay: 0 to 9.99nsec in 
6 ranges to three digits. Pulse Width: 20 nsec to 
9.99 msec. in 6 ranges. Pulse Amplitude: 0 to 9.9 
volts in 3 ranges and 2 digits. w/ original manual, 


20.6x19x5.2, 32 Ibs sh. Used reparable, $299.50 


ViUultimete 

Hickok 1605M Solid State 
Multimeter, achieves high gain 
by using chopper to allow use 
of AC coupled amplifiers; 
Frequency range for AC mea- 
surements 20Hz to 700MHz. 
Full scale ranges 0-300VAC in 
seven steps and 0-1500VDC in 
eleven steps. 0-150maDC in 

: eleven. 0-500 Megohms in 
steps Rx10 thru Rx10M. Includes AC and DC 
probes, two test leads, coaxial RF adapter, and 
manual repro. Requires 115/230VAC 50-400Hz. 
10.5x5.5x8, 13 Ibs sh. Used Reparable, $85.00; 
Checked, $125.00; Manual Repro, $15.00 


ADD} 


covering 20 to 425pf per 
gang with a .02" air gap. Has 
a 3/8" diameter shaft x 1/4” 
long. Overall 6.4x3.2x2.8, 4 
Ibs sh. #5G-425, $16.00 


Same ratings as above except 
has a removeable right angle 
drive which accepts a MC-124 
tuning spline. Also has a 
longer shaft. With the right 
angle drive removed the shaft 
is 3/8” diameter with 1” 
length. #5G-425-GR, $17.00 
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JPS Communications NRU 500 Rackmount Noise 
Reduction Unit originally designed to improve the 
signal to noise ratio of HF communications. The 
unit removes broadband noise, repetitive impulse 
noise, tones, hetrodynes, and receiver birdies. 
The unit can be used to process any audio speech 
signals. Output impedance 600 ohms. Controls 
on front panel, power; Noise reduction-Max-med- 
min; bypass on-off; signal LED; in and out level 
adjust(scdvr); squelch; speaker; phones; monitor 
level. Requires DB-9 M and F, not included. 
power 115/230 Units are in excellent condition 
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- TS-118A Portable Wattmeter, oper- 


ter shaft, 5x2.1x2.9, $15.00 


5 Gang Air Variable Capacitor 


R-C Network -0.47mfd 
600VAC, 220 ohm 7 watt, | 
3 phase. Made by R-K_ | 
Electronics. 1.5x4.7x3, 
#RCY6A-30, $12.00 


R-C Network - 2mfd 600VAC, 100 
ohm 3 watt. Made by Electrocube 
#RG1676-7, 1.3x2.9x1.3, $9.95 


R-C Network - 0.5mfd 600VAC, | 
220 ohm 1/2 watt. Made by Electrocube 
#RG1676-35, 1.3x2.9x1.3, $9.75 


} 
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_ AN/GRT-22 
| Radio Set. 
Frequency cov- 
erage is 225-400 | 
MHz AM in 3500 channels. The crystal controlled | 
transmitter has 10 watts output. Associated | 
amplifier is the 50 watt output AM-6155 listed on | 
page 4 of our catalog. Requires 120/240 VAC. 
18x19x5.3, 50 Ibs sh., Used, $49.95 


T-1108/GRT-21 Transmitter same as above except | 
116-150 MHz in 680 channels. Associated amp is 
AM-6154. Used, $50.00 


3 deck 11 position Rotary 
Switch with multi leaf wiper 
arms. Bakelite decks. Comes 
with metal shield. Made by 
Daven #B1381-51, 1/4” diame- 


kK 


Ignition Transformer made 
by France #5-LAY-04. 
Output is 10KV at 23ma 
with a primary 120VAC 
60Hz at 240VA. 6x4x5, 10 
Ibs sh. Unused, $18.95 


High Voltage Transformer 
removed from the TS-382 
spectrum analyzer. 
Secondary windings: 820VCT 
100ma, 6.3VCT 2.5A, 6.3V 
1.25A, 5V 2A. Primary 
115VAC 50/1000Hz. Sealed. 
3.7x4.2x5.5, 12 Ibs sh. #15-820V-100MA, $25.00 


| 
| 
| 


airs 


22 henry 100 ma 300 ohm 
Choke removed from the TS- | 
382 spectrum analyzer. | 
Sealed. 3x3.1x5, 7 Ibs sh. 
#91-22H-100MA, $19.00 


BALLANTINE 1066B_ | 
PORTABLE OSCILLO- | 
SCOPE, Dual-trace 

unit has DC-20MHz 
response and 5 
mV/cm sensitivity. 

Rise time is 17.5 nsec. 
Time base includes 
x10 magnifier for 
speeds from 50 nsec/cm to 25 sec, full-screen. 
18 x 12.5 x 7.1, 23 Ibs sh. 
Used Reparable w/ manual repro, $150.00 


is the very high speed motor 
/ used in some shop vacuums. 
Unit as pictured, motor only 
with small cooling blades. 


diameter. 5.3x4.6x4.6, 5 Ibs 
| sh. #17749-00, Unused, $12.95. 
| AN/PSM-2 Portable Megger used 

| to measure insulation resis- 

| tance. 0 to 1000 megohms. DC 
| testing voltage of 500 volts is 

| available at binding posts when 
lan indicator button glows 

| steadily red. Self powered unit 
| operates from hand cranked AC 


|Generator. 7.2x4.6x3.7, 8 Ibs sh. 
| Used, $75.00 


MODEL 5110 SEMI- 
CONDUCTOR TEST 
SET BY VU-DATA for IN 
or OUT of circuit test- 
ing of TO-3, TO-5, and 
TO-66 semiconductors. 
Three fused jacks are 
provided for testing 

| other semiconductors and diodes. Uses high cur- 
rent low duty cycle pulses to test transistors. 


Circuitry to allow the user to identify the terminals of 


|the DUT. Tests transistors for Vbe, Icbo, or Beta. 
Tests transistors, diodes, zener diodes, SCR's, and 

| FET's. The parameter display indicates according to 
| position of switch. The Go-No Go display identifies 
| the Emitter/Base/Collector lead. With copy of manu- 
ial. 6x 12.5 x 8.4, 9 Ib sh. Used excellent, $169.50 


#22 Cloth Covered Stranded Hook-up Wire. Color 

| choices: red, red/black, red/green, red/white, 

| orange, orange/black, orange/green, orange/red, 
blue, blue/white, green, green/black, eggshell, 
tan/black, white/red/blue, black. PLEASE SPECIFY. 
#WCC-22, $12/100ft, $48/500ft, $88/1000ft 


Twisted two conductor 22 
gauge stranded cable with 
|tin shield. 19 strands per 
conductor. Has white plas- 
| tic jacket. Mfg by Brand- 
|Rex. #WT-22, $29.95 for 500 foot spool 


Twisted Twin-Axial RF cable with braid silver 
shield. Both conductors are 24 gauge with 19 
strands per conductor. Cable rated at 77 ohm 
impedance. Light blue jacket. #WT-24, 

| $25.00/100ft; $95.00/500ft 


Woven Ribbon Cable, 40 conductor 30 gauge with 
7 strands per conductor. Multi color. #WRC-40 
| $6.25/25ft; $20/100ft 


Woven Ribbon Cable, 13 wires 
of 2 conductors with shield. 
Each conductor is 30 gauge 
: «. stranded. White jacket. 

aan bee #WRC-13, $6.25/25ft; $20/1 00ft 

| Woven Ribbon Cable, 6 wires of 2 conductors with 

| shield. Each conductor is 26 gauge stranded. 

| Cable also has two additional 22 gauge hook-up 

| wires woven beside the other 6 wires. #WRC-8, 

| $5.00/25ft; $16.00/100ft 


|24 gauge single conductor stranded wire with 
shield. Has white jacket. #W-1, 
deeded gee 00n: $55/1000ft 


id 95/5000ft 


-Ametek Shop Vac Motor. This 


Shaft approx .5 inch long, 5/16 


Harris RF301/GRC-165 2-15Mhz 


repro Used checked $295.00 


100 to 4000pf at 10KV 
Vacuum Variable 
Capacitor by Jennings. 
17.5" long x 8.2" diameter 
: with a 1/2" diameter 
shaft. 37 Ibs an #CVEC- 4000- 10, _Unused, nveont 00 


Module benchtop mainframe 
s a three wide power module 
compatible with all TM500 
Plug-Ins. It provides unregu- 
lated DCand AC supplies and 
non-dedicated power transis- 
tors for plug-in usage. 
17x8.35.9, 14 Ibs sh. $125.00 
TM-501, Single Wide Power Module, $115.00 
TM-504, Four Wide Power Module, $145.00 

TM-506, Six Wide Power Module, $150.00 


» AM502 Differential Amplifier, $195.00 
’ AM503 Current Probe Amplifier (no probe inc.), $349 
» DC501 Counter 110 MHz, $199.00 
DC502 (opt. 1) Counter, $199.00 
DC503 Universal Counter, $129.00 
DC504 Counter / Timer, $129.00 
DC508 Counter 1 GHz, $349.00 
DC510 Universal Counter / Timer, $499.00 
DM501 Digital Multimeter, $99.00 
DM501A Digital Multimeter, $125.00 
DM502 Digital Multimeter, $149.00 
DM502A Autoranging Digital Multimeter, $199.00 
FG501 Function Generator, $129.00 
PG50G Calibration Generator, $150.00 
PG505 Pulse Generator, $225.00 
PS503A Power Supply 0-20VDCx2; 5VDC@1A, $100. 
$C501 Oscilloscope, $200.00 
$G503 Leveled Sine Wave Generator, $499.00 
TG501 Time Mark Generator, $499.00 
500MHz Microwave Comb Generator, $199.00 


Rubidium Standard (10MHz Ballefatom) double slot 
w/ 1 slot divider module (both take up TM503), $450 


**** TEK 5000 Modules and Plug-ins * * * * 
TM5003 Chassis, $225.00 
* DC5009 Universal Counter / Timer, $399.00 
ro Programmable Function Generator, ue 


RF Amplifier/Preselector section 
contains V1 6DC6, V2 12BY7 which 
provide tuned grid/tuned plate 
amplification for the RF receive 
amplfier and the transmit driver. 
Band switch does not have 
detents, 14 1 mhz bands. 1/IERC 
6025 and 1/IERC 5020. Power 


required 200 VDC, -36 Vdc and 6.3 vac. An excellent 
basis for QRP set or experimentation. 6.3x6.5x6.7, 5 
ibs sh. With schematic and info. _#RFA-1 65, , $19. 95 _ 


3 1/2” Round Running Time Meter by Cramer Division 
Type 635EAA. Requires 115VAC 60Hz at 2.7 watts. 
Reads upto 999,999 hours. Reads in one hour incre- 
ments only. Does not read in tenths. 
3/10 RPH. 3” depth. Comes with 
mounting hardware. #RTM-115, 
Unused, $19.95 


Same as above except 440VAC 60Hz 
and reads upto 99,999 hours, #RTM- 
440, Unused, $14.95 


Rackmount HF 

Multicoupler by 
oy Reaction 

ore ~ Instruments 

model #410. Allows one antenna to feed and isolate 
up to 16 receivers over the range 100KHz to 32 MHz, 
nominal gain 4 db. All solid state discrete construc- 
tion. 17.2x19x1.8, 15 Ibs sh. With schematic/book 


All test equipment listed below is used reparable. 
Electrostatic Voltmeters - WRITE 
Fluke515A Rackmount DC Portable Calibrator, $275 
Fluke 893A AC-DC Differential Voltmeter, $195.00 
[ieee GR-1551C Sound Level Meter, $135.00 
(Qe ava vata, HP-214A 10Hz - 1MHz 200W Pulse Generator, $150. 
Wier ae ae Mirast wile egtioned of tots) HP-284 Pulse Generator, $295.00 
Linear Regulated Power Supply ores HP-536A Frequency Meter, $95.00 
covering 5 to 28VDC at 5 to 8 ME “ag 
amps. Requires 115VAC 60Hz : 
input. With the addition of a mul- gS 
titurn potentionmeter this power 
supply can be adjusted from 5 to 
28 vde with excellent regulation. 
Unit is heatsinked. Uses seven 
2N3055 transistors. Made by 
Transistor Devices model #SPS- 
2336, 12x6.7x6.3, 25 Ibs sh. Unused, $99.50 


HP-4800A Vector Impedance Meter, $395.00 
HP-5180A Waveform Recorder, $1450.00 
HP-6205B Dual DC Supply 0-40V .3A, 0-20V .6A, $85. 
HP-11005A Bridging Transformer, $25.00 
Krohn Hite 7500 Amplifier, $450.00 
Sierra 470A-500 Hi Pwr Sig Gen 10-80W 190-260MHZ, $100 
TEK 180A Time Mark Generator, $75.00 
190B Constant Amplitude Signal Generator, $125. 
230 Digital Unit, $200.00 
422 Battery Powered Portable Scope, $175.00 
2901 Time Mark Generator, $125.00 
5110 Rackmount Scope Mainframe, $85.00 
5440 Rackmount Scope Mainframe, $125.00 
7603 Rackmount Scope Mainframe, $150.00 
7613 Rackmount Storage Scope Mainframe, $250. 
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Singer NM26T Receiver / 

» Electromagnetic Noise 
Meter. All solid state, hand 
portable meter which is pre- 
cise enough for the laborato- 
ry and rugged enough for 
the field. Covers from 
150KHz to 32MHz in Bont bands. Intermediate fre- 
quency of 455KHz. RF input impedance of 50 ohm 
(coaxial). 8.8x15.5x8.9, 25 Ibs sh. Used reparable, $595 
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118 - 135 Mhz Tunable 
Cavity. This is a large 
three section cavity for use 
in the range 118 to 135 
MHZ. No specifications 
available. Those of you 
ead “pryeta who know about cavities 

i ; Sie Pee could probably modify it 
for other freqency ranges. 
This unit has stepper motor 
and encoder on each sec- 
tion. Bodine Hysync DC 
Stepping Motor 23X1BEHD Caltech Corp Bit encoder 
8 bit Absolute 33X121. No info on circuit to use 
these motors, but you can manually tune the cavities 
or design your own control circuits. 8.3x26.5x42.9, 
70 Ibs sh. #TC-135, Used excellent condition, $175. 


The original Radio Galena crystal and x 
holder. These hard to find parts of the 
past are the heart of the old radios our 
parents listened to. From the time 
when you had to fiddle with the cats 
whisker to find the most sensistive point. You will 
have to add the antenna, antenna coil, cats whisker 
and headphones. Many circuits on the internet for 
crystal radios. Try them! Galena crystal and holder. 
#GC-1, $10.00 


Ses 


Page 4s 


